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APPENDIX 7-P-5

	SAFETY CHECKLIST FOR CHIPPERS, GRINDERS AND SHREDDERS

	Contract # and Title:



	Equipment Name and Number:

Owned or leased?



	Contractor:
	Subcontractor:



	Contractor inspector:
	Date inspected:



	This checklist references EM 385-1-1, 3 Nov 03.
	Yes
	No
	N/A

	1.  Is the Manufacturer’s O&M Manual and Contractor’s SOP located onsite?  (9.c., App B)
	
	
	

	2.  Does equipment have a fully charged fire extinguisher rated not less than 5-B:C? (16.A.34)
	
	
	

	3.  Are all safety glass members in place, clean and not cracked or broken?
	
	
	

	4.  Is operator’s station clear of unnecessary debris such as oily rags, paper trash, etc?
	
	
	

	5.  Are non-slip surfaces provided on steps of equipment? (16.B.03)
	
	
	

	6.  Are belts, gears, shafts, pulleys, sprockets,  drums, flywheels, chains, or other reciprocating or rotating parts adequately guarded? (16.B.03)
	
	
	

	7.  Are all hot surfaces or equipment, including exhaust pipes, adequately guarded or insulated per manufacturer's recommendations and/or specifications to prevent injury and fire? (16.B.03 and 16.B.13)
	
	
	

	8.  Are exhaust and discharges from equipment so directed that they do not endanger persons or obstruct view of operator? (16.B.05)
	
	
	

	9.  Is conveyor assembly at least ten feet from overhead power lines? (11.E.04)
	
	
	

	10. Are joint connections for exhaust system free of cracks and leaks, and all clamps tight (visual inspection)?
	
	
	

	11. Are the batteries free of cracks or abnormal mechanical wear?


	
	
	

	12. Is engine free of leaks and loose fittings?
	
	
	

	13. Are all gauges in good operating condition?
	
	
	

	14. Are all hydraulic hoses and fittings in good conditions?
	
	
	

	15. Is suitable protection provided to protect

operators from flying objects? (16.B.10)
	
	
	

	16. Has the equipment been inspected and certified by a competent person to meet the manufacturer’s recommendations and requirements of EM 385-1-1? (16.A.01).
	
	
	

	17. Is the equipment inspected daily when in use to ensure safe operating conditions? (16.A.02)
	
	
	

	18. Is the equipment shutdown and its hazardous energy isolated to prevent it from causing injury or damage during maintenance (12.A.01 and 16.A.08)
	
	
	

	
	
	
	

	Remarks:

_______________________________      _______________________________

INSPECTED BY (CONTRACTOR)            ACCEPTED BY (QA REPRESENTATIVE)
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