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APPENDIX 7-S-3

ACTIVITY HAZARD ANALYSIS

	Activity:  Debris Removal

Analysis by:                                                                  Reviewed by:                                                              Date:



	Principal Steps


	Potential Hazards
	Recommended Controls

	1. Loading trucks and picking up debris.

2. Trimming debris protruding                                                   from top of trucks.

3.  Trimming  debris protruding from back

of truck

4. Hauling to dump site

5. Unloading trucks at dump site
	· Physically placing debris on trucks (trees/furniture/metal/creating hazard to eyes, hands, feet, vehicle traffic, etc.).

· Heavy equipment such as front end loader operating around truck.

· Trucks backing up.

· Inexperienced or unqualified truck drivers.

· Climbing on truck to trim debris using ladders. 

· Maintaining  balance while standing on debris in truck bed.

· Debris that is sharp or pointed  presents injury potential.

· Potential for truck backing over Workers
·  Sharp cutting tools used for trimming.

· Debris falling off trucks while enroute.

· Potential to snag power drops or communication cables.

· Same hazards as loading.

· Possible exposure to fire and explosion.

· Heavy equipment such as dozers pushing debris near truck.

· Other trucks dumping.

· Preparing site.

· Potential for slips, trips, and falls due to ground conditions.

· Boards with nails present a puncture hazard.  Sharp tin roof edges.

· Weight of debris, materials and equipment.

· Unknown structural integrity.

· Potential fall from ladders 

· Electrocution hazard from power lines and other electrical wiring/hazards

· Head injury potential

                                  
	· Employees are required to wear  hard hats, safety glasses,  long pants,  long sleeved shirts, safety boots, leather gloves, and reflective safety vests, etc.

· A signal person will direct traffic away from work area.  Reflective safety vest required.

· Backup alarms must be fully functional.

· Only licensed truck drivers will operate trucks.  They will follow all safety rules and comply with all local traffic laws.

· Use approved ladder of proper length. 
· Maintain balance by being extremely cautious of where you step

· Use trimming tools with caution.  Avoid use of chain saws and machetes.
· Have truck driver shut engine off, leave truck in gear and apply emergency brakes.  Also inform truck driver that truck is not to be started until directed.

· Watch out for debris that can puncture or cut.  Wear hard hat, work boots, safety glasses or goggles, long pants, leather gloves and long sleeved shirt.

· Trucks will not be overloaded allowing debris to spill.  Truck will have tailgate or wire mesh screen of proper size to prevent spills.

· Debris will not protrude from truck to avoid snaggin power or communication lines.

· Wear same PPE as for trimming on top of truck above.

· Drivers will comply with instructions provided by dump site controller and stay away from fires in progress. 

· Watch out for heavy equipment such as dozers pushing debris.

· Watch out for adjacent trucks dumping.

· Wear personal protective equipment  (PPE) as  described above.

· Proper precautions will be taken to insure employees are fit to perform tasks, no carelessness will be allowed

· Wear work boots, long  pants and shirt with sleeves. Use caution while walking over uneven/slippery ground. Insure boards with nails are removed from work area.  Gloves shall be worn.

· Proper lifting techniques.  Use assistance for heavy or bulky loads.  45-50 lb.  Max per person.

· Perform a visual inspection of structure, check for termite damage and missing supports.

· Use proper ladder for task.  Ensure ladder is in good condition, of proper length and properly secured.

· Stay away from power lines and other electrical wires.  Disconnect power when possible  

· Wear approved hard hats
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